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PPE & Workwear

JSP Ultra-lightweight safety glassesA

  Safety Glasses & Goggles / Ear Plugs & Ear Defenders

Bolle B-line anti-scratch and anti-fog safety glassesB

	• Anti-fog and anti-scratch coating on both sides of the lenses.
	• Lightweight.
	• Wrap-around fit.
	• Stop-in systemon the hinge of the temples.
	• Lens marking 2C-1.2 1 FT.
	• Frame marking EN166 FT.

Code Lens colour Price £ each 1-4 Price £ each 5-9 Price £ each 10+
418729DX8 Clear 3.99 3.49 2.99
418730DX8 Smoke 3.99 3.49 2.99

JSP Safety glassesC

	• Visispec offer protection against low energy high speed particles.
	• Ideal for use as a visitor spectacle.
	• Lens comply with the requirements of optical class 1.
	• Conforms to EN 166.

Code Price £ each 1-4 Price £ each 5-9 Price £ each 10+
395890DX8 4.99 2.99 2.49

JSP Safety over glassesD

	• Suitable for use over prescription eyewear.
	• Offers protection against low energy high speed particles
	• Deeper box style for extended protection.
	• Conforms to EN 166.I.F.

Code Price £ each 1-4 Price £ each 5-9 Price £ each 10+
395891DX8 3.99 3.49 2.99

JSP Dust and liquid safety gogglesE
	• Martcare, compact.
	• Lightweight. • Vented body. • PVC Frame. • Polycarbonate lens.
	• High resistance to impact from flying particles.
	• Conforms to EN 166 1.B.3.4.

Code Price £ each 1-4 Price £ each 5-9 Price £ each 10+
395892DX8 4.99 4.49 3.99

JSP Anti-mist safety gogglesF
	• Atlantic goggles.
	• Lightweight. • Anti-mist. • Anti-scratch.
	• High level protection. • Extremely comfortable.
	• Conforms to EN 166 1.B.3.4.9.

Code Price £ each 1-4 Price £ each 5-9 Price £ each 10+
395893DX8 8.99 8.49 7.99

Code Lens colour Price £ each 1-4 Price £ each 5-9 Price £ each 10+
395897DX8 Clear 4.49 3.99 3.49
395898DX8 Smoke 4.49 3.99 3.49

	• Lightweight, only 16g.
	• Maximum comfort for all day use.
	• Anti-scratch lens.
	• Filters out more than 99.9% of harmful UV light.
	• Conforms to EN166.1.F.K + EN172 & ANSI Z87.1.


