
H
an

d
lin

g 
&

 L
ift

in
g

.com                      0800 294 4440                     sales@slingsby.com 96

Handling & Lifting

Up to
3000KG

Up to
2000KG

Up to
600KG

Up to
1000L 

Up to
1500L 

Up to
2000L 

U

 Skips

Heavy duty roll forward forklift tipping skips A
 • Gentle rolling mechanism - ideally situated centre of gravity.
 • Can be emptied by cable operation from the driver’s seat, and secured 
to prevent slipping or accidental tipping.
 • 3mm steel plate. • Blue painted finish. • CE marked.

Code Vol. m3 L x W x H mm Capacity kg Wt. kg Price £ each
311405DX8 0.3 1160 x 820 x 825 1500 115 935.00
311408DX8 0.5 1550 x 820 x 1045 2500 168 1249.00
311396DX8 1 1760 x 1060 x 1270 3000 248 1958.00
311399DX8 1.5 1760 x 1560 x 1270 3000 365 2144.00

Fork sleeve inside dimensions in mm
Volume m3 A B C
0.30 - 0.50 225 200 80
1.0 410 200 80
1.50 600 200 80

Low level forklift tipping skipsXB
 • Low loading height. • Easily positioned at the end of a conveyor, drop 
shoot or manufacturing line to collect bi-products below waist level.
 • Reinforced leading edge and body sides. • 4-way fork pocket entry.
 • Secondary locking mechanism prevents accidental discharge.
 • Fully welded seams prevent fluid leaks.
 • Fork section 150 x 60mm at 683mm centres.
 • Zinc plated twist screws for safe attachment to truck forks.
 • Painted bright orange for safety.
 • Manual tip release handle. • Optional automatic tipping mechanism 
(with manual override), lets the forklift operator tip the skip safely from 
the cab. • UKCA & CE marked.

Manual Automatic
Vol. 
m³ L x W x H mm

Cap. 
kg

Wt.  
kg Code

Price £  
each Code

Price £  
each

0.7 1380x910x700 300 215 426569DX8 1349.00 407568DX8 1499.00
1.0 1380x1300x700 600 246 426570DX8 1449.00 407569DX8 1645.00

Stackable forklift tipping skipsXC

 • Floor, sides and rear walls made of distortion proof 2mm steel sheeting, smooth 
inclined wall 3mm. • Can be stacked 3 high when full.
 • Stacking tipper is emptied by cable operation from the driver’s seat using the lifting 
traverse. • Painted finish.
 • Tippers can be made to be oil and watertight, please contact us for details.
 • Finish - choice of blue RAL5012, orange RAL2000, or green RAL6011.

Stacking tipper Lifting traverse

Vol. m3 L x W x H mm
Capacity  
kg

Wt.  
kg Colour Code

Price £  
each Code

Price £  
each

0.55 1000 x 800 x 900 1000 80 Green 311939DX8 491.00 312061DX8 528.00
1000 x 800 x 900 1000 80 Orange 311940DX8 491.00 312061DX8 528.00

0.9 1200 x 1000 x 900 2000 100 Blue 311948DX8 577.00 312064DX8 551.00
1200 x 1000 x 900 2000 100 Green 311949DX8 577.00 312064DX8 551.00
1200 x 1000 x 900 2000 100 Orange 311950DX8 577.00 312064DX8 551.00

2 1200 x 2000 x 1000 2000 170 Blue 311927DX8 1247.00 312056DX8 818.00
1200 x 2000 x 1000 2000 170 Green 311928DX8 1247.00 312056DX8 818.00
1200 x 2000 x 1000 2000 170 Orange 311929DX8 1247.00 312056DX8 818.00

 • Set of two fixed and two swivel 180mm dia. polyamide castors.
Optional castor set

Code Description Price £ each
311394DX8 Maximum load capacity 1350kg 245.00
311395DX8 Maximum load capacity 2550kg 329.00

Twist screws

0.9m³ stacking tipper with lifting traverse


