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All stainless steel body

FREE delivery on orders over £50* 

AdBlue® IBC drain kit and nozzleH
 • For draining liquids.
 • Kit contents: latching trigger nozzle,  
IBC adaptor and 3m hose.
 • Also use with petrol, diesel, light oils,  
weaker acids and alkalis.
 • Max. flow rate 30 
ltrs/min.
 • Swivel hole fitting.
 • Latching trigger 
nozzle also sold 
separately.
 • Inlet/outlet Ø: 
20mm.

Code Description Price £ each
396948DX8 Kit 60.99
396945DX8 Nozzle only 29.49

Manual syphon pumpI
 • Suitable for acids, alkalies, anti-freeze, light 
oil thinners, de-greasers, solvents etc.
 • Threaded 2’’ BSP connection.

Code Down tube 
L mm

Hose 
L mm

O/P ltr/
min.

Price £  
each

328214DX8 380 534 20 10.49
328216DX8 940 1245 30 19.49

Lift pump for 20/25L drumsJ
 • For steel or plastic drums. • Black PP body.
 • 250ml/stroke, 14 ltrs./min.
 • 20mm (¾”) hose fitting (N.B. hose not 
included).
 • 2” BSP / 59mm trisure 
barrel adapter.
 • For oils, water, diesel, 
kerosene, antifreeze, 
& mild chemicals / 
solvents.
 • Viton seal is also 
suitable for petrol & 
has an 80mm outlet 
spout.

Code Seal Colour 
code

Price £ 
each

413845DX8 Nitrile Red 46.49
413846DX8 Viton, with spout Orange 42.49

Rotary pumpsK
 • Cast iron body, sinter steel mechanism.
 • Nitrile rubber seals.
 • 2” BSP barrel 
adaptor.
 • Rigid riser tubes to 
suit 210 ltr. drums.
 • Suitable for oil, 
diesel, kerosene & 
anti-freeze.

Code Flow rate 
ltrs/min.

Outlet tube 
Ø mm

Wt. 
kg

Price £ 
each

331675DX8 16 20 3.4 38.49
331677DX8 25 23 4.1 68.99

Adblue® lever pumpL
 • Polypropylene body, with 316 stainless 
steel piston and viton seal. • For AdBlue®, 
light/medium oils, kerosene, diesel, petrol, 
ketones, aliphatic hydrocarbons, mild 
chemicals and some 
alcohol.
 • 0.5 ltrs./stroke, 30 
ltrs./min.
 • Threaded  
1½” / 2”  
BSP. 
 • Telescopic riser  
tube, length  
914mm max.

Code Price £ each
396939DX8 48.99

12V Compact submersible pumpsM
 • Use with diesel, water, sump water 
or kerosene. • 1m power cable (non-
terminated). • 10mm (3/8”) / 13mm (1/2”) 
outlet. • Integral filter.
 • Optional pump kit includes 12V power plug, 
crocodile clip adapter, 3.6m hose & nozzle.

Code Description Flow  
L/min.

L x  
Ø mm

Price £  
each

396950DX8 29W Pump only 10 98 x 36 15.49
396951DX8 43W Pump only 13 129 x 36 34.49
396952DX8 46W Pump kit 16 129 x 36 72.99

230Vac / 12Vdc Electric drum pumpN
 • Suitable for 210 ltr. drums.
 • 230Vac adaptor & 12V battery clips.
 • Max. liquid viscosity 100cst. 
 • Built-in fuse protection.
 • Telescopic riser & stainless steel filter.
 • With 2” BSP adaptor, 2m hose and manual 
dispensing nozzle with spout. • CE marked.

Code Price £ each Price £ each 2+
417384DX8 279.00 273.00

230V Plastic submersible dirty  
water pumps

O

 • Corrosion resistant plastic body.
 • Automatic cut-out. • Ideal for draining flood 
water, hot-tubs,  
sinks etc. 
 • 427745DX8 is also  
suitable for clean  
water, min. water  
depth 5mm.
 • CE marked.

Code Output  
ltr/min.

Outlet  
Ø mm

Power  
W

Price £  
each

427745DX8 217 38 750 109.00
427744DX8 225 38 750 126.00
359556DX8 235 38 750 119.00
413784DX8 417 51 1300 224.00
359561DX8 Layflat hose, 38mm x 10m 37.99

Stainless steel submersible dirty 
water pumps

P

 • Made from corrosion 
resistant materials with a 
stainless steel body and 
motor case.
 • Automatic cut-out.
 • Drains cellars, sinks, 
cisterns, hot tubs and 
use for transferring  
water and dense  
liquids.
 • Maximum running  
cycle (hr) - 3 in 6.
 • Motor: 230Vac.
 • CE marked.

Code Output 
ltr/min.

Outlet 
Ø mm

Power  
W

Price £  
each

427746DX8 225 38 750 135.00
359557DX8 225 38 750 139.00
359561DX8 Layflat hose, 38mm x 10m 37.99

Lift pump with nitrile seal

46W pump kit

Nozzle


